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CITIZEN

Compatible with A , L , M , D , MC machines!

CSM4-01 CSM4-02 CSM4-03

CSM4-04 CSM4-05 CSM4-07



IB･SPINDLE     CITIZEN
・collet type: ER11
・max. RPM: 24,000min-1

・mounting screws are included

Type CSM4-01

machine

C20 /32
L20Ⅶ･Ⅷ･Ⅸ / L20Ⅷ･Ⅸ Evolution

L20Ⅹ Innovation

M20 / M32Ⅴ

Type CSM4-02

machine
L20-Ⅷ･Ⅸ Evolution

L20Ⅹ Innovation

Type CSM4-03

machine

A20Ⅶ Evolution / A20Ⅶ(A20-3F7)
L20XII Innovation / L20Ⅷ･Ⅸ･Ⅹ･Ⅻ /

L32Ⅷ･Ⅸ･Ⅹ･Ⅻ
M32Ⅲ・Ⅴ・Ⅶ・Ⅷ Innovation

D25

Type CSM4-04

machine

L12Ⅶ Innovation / L20E Ⅷ･Ⅸ Evolution

L20X Innovation / L20Ⅻ Innovation
L20Ⅷ･Ⅸ･Ⅹ･Ⅻ
M16Ⅴ･Ⅶ･Ⅷ (A20/A32※U153B OP)

M20 / M32 (Y265274 OP)

Type CSM4-05

machine
L20Ⅹ・Ⅻ Innovation

L20Ⅹ・Ⅻ

Type CSM4-07

machine MC20

・mounting screws are NOT included



Layout

・Cincom A20Ⅶ Evolution Line

・Cincom A32Ⅶ Evolution Line

CSM4-03

CSM4-04

・Cincom L12Ⅶ Innovation Line

CSM4-04

CSM4-04

・Cincom L220Ⅷ・Ⅸ・Ⅹ・Ⅻ

CSM4-03

CSM4-03

CSM4-04

CSM4-05

・Cincom L32Ⅷ・Ⅸ・Ⅹ・Ⅻ

CSM4-03

CSM4-03

CSM4-03

CSM4-03

・Cincom L20EⅧ・Ⅸ Evolution Line

・Cincom L20Ⅹ Innovation Line

CSM4-02

CSM4-01

CSM4-04

CSM4-05

・Cincom L20

CSM4-01



Layout

・Cincom M20Ⅲ・Ⅴ/ M32Ⅲ・Ⅴ

CSM4-01

CSM4-04

・Cincom M16Ⅴ・Ⅶ・Ⅷ

CSM4-04

CSM4-04

・Cincom M32Ⅲ・Ⅴ・Ⅶ・Ⅷ

CSM4-03

CSM4-03

CSM4-08

CSM4-03

CSM4-03

・Cincom D25 Ⅶ・Ⅷ

・Cincom MC20

CSM4-07

CSM4-07

CSM4-07


